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Draw cutting line

Drill holes

Used for fixing cable

Stuck in the hole

Tungsten

filament lamp is better to 

reveal the light effect. 

You can try

different shape of wood.

＋

Cut down the bam

-boo with an axe

Use sand paper to

make it smooth

Finish

Finish

Cutting process 2:Composition structure:
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80

Choose 

a shorter socket is better. 

20

170

Triangular rule

Pencil

Saw

Burin

Hammer

Electric drill

Sword



Material:Component Pieces:

Tools:

Size:

Cost:

Fab t ime: 
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Bamboo  

Solid wood 

Rubber protection coil

LED light

Rubber band

Lamp holder 

Cable

Triangular ruler

Pencil

Hacksaw

Carving knife

Hammer

Electric drill

Sand paper

Axe

L160×W160×H190

Almost 4 dollar

Almost 2 hours

×1 ×2

(LED light:

warm light/3 wattage)

Rubber protec

-tion coil
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Cutt ing process 1:
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Type one

1
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2/3/4 same as type one

Type two
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Use sand paper to

make it smooth

Dotted lines indicate symmetric.

Dotted lines indicate where to cut
wood.

Saw two vertical lines

Use hammer and burin

to knock it out

Finish
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Bamboo / H190×R37mm 1sheet

Solid wood

    / L160×W18×H50mm 2sheet

Tungsten light / R20×H60mm

Rubber protection coil

Rubber band

Lamp holder 

Cable


